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Lampiran 4 

CHECKLIST 

Tentang Hubungan Kondisi Sumur Gali dengan Kualitas Fisik Air di Desa 

Pancabakti Kecamatan Tegineneng Kabupaten Pesawaran Tahun 2021 

 

1. LOKASI 

 

Kecamatan    : 

RT/RW   : 

Dusun    : 

Kelurahan/Desa  : 

Hari/Tanggal Kunjungan : 

 

2. KEPEMILIKAN 

 

Pemilik Sarana  : 

Jumlah Pemakai  : 

 

 

No Variabel Komponen 

Memenuhi 

Syarat 
Keterangan 

Ya 

(1) 

Tidak 

(0) 

A. Kontruksi 

1. Dinding Sumur 

a. Terdapat dinding 

sumur 

   

b. Dinding sumur 

minimal 3 m  

  

c. Dinding sumur 

kedap air 

  

2. Bibir Sumur 
a. Bibir sumur minimal 

70-75 cm 

   



b. Bibir sumur tidak 

retak  

  

c. kedap air   

3. Lantai Sumur 

a. Lebar lantai minimal 

1,5 m 

   

b. Tidak licin   

c. Kedap air   

B. Saluran 

Pembuangan 

Air Limbah 

(SPAL) 

a. Terdapat SPAL    

b. Kedap air   

c. Jarak minimal 10 m   

d. Tertutup   

C. Jarak sumur 

dengan 

sumber 

pencemar 

a. ≥10 m dari septik 

tank 

   

b. ≥10 m dari tempat 

penampungan sampah 

  

c. ≥10 m dari kendang 

ternak 

  

d. ≥10 m dari 

pembuangan air 

limbah (PAL) 

  

D. Kualitas Fisik Air 

1. Kekeruhan ≤25 NTU    

2. Warna  Tidak berwarna    

3. Bau Tidak berbau    

4. Rasa Tidak berasa    

5. Suhu ±3oC    

6. TDS ≤1000 Mg/l    

 

Sumber : Entjang, 2000, Chandra, 2007, Kementerian PU, 2017, Permenkes RI 

No. 32 tahun    2017 

 

 



Lampiran 5 

HASIL UJI STATISTIK 

 

1. Analisis Univariat 

 

Kontruksi sumur 

 Frequency Percent Valid Percent 
Cumulative 

Percent 

Valid 

Tidak Memenuhi Syarat 36 52.9 52.9 52.9 

Memenuhi Syarat 32 47.1 47.1 100.0 

Total 68 100.0 100.0  

 

Saluran Pembuangan Air Limbah 

 Frequency Percent Valid Percent 
Cumulative 

Percent 

Valid 

Tidak Memenuhi Syarat 50 73.5 73.5 73.5 

Memenuhi Syarat 18 26.5 26.5 100.0 

Total 68 100.0 100.0  

 

Jarak sumur 

 Frequency Percent Valid Percent 
Cumulative 

Percent 

Valid 

Tidak Memenuhi Syarat 45 66.2 66.2 66.2 

Memenuhi Syarat 23 33.8 33.8 100.0 

Total 68 100.0 100.0  

 

 

 

 



kualitas fisik 

 Frequency Percent Valid Percent 
Cumulative 

Percent 

Valid 

Buruk 54 79.4 79.4 79.4 

Baik 14 20.6 20.6 100.0 

Total 68 100.0 100.0  

 

2. Analisis Bivariat 

a. Hubungan kontruksi sumur dengan kualitas fisik air 

Case Processing Summary 

 

Cases 

Valid Missing Total 

N Percent N Percent N Percent 

Kontruksi sumur * 

kualitas fisik 
68 100.0% 0 0.0% 68 100.0% 

 

Kontruksi sumur * kualitas fisik Crosstabulation 

 
kualitas fisik 

Total 

Buruk Baik 

Kontruksi 

sumur 

Tidak Memenuhi Syarat 

Count 32 4 36 

% within kualitas fisik 59.3% 28.6% 52.9% 

Memenuhi Syarat 

Count 22 10 32 

% within kualitas fisik 40.7% 71.4% 47.1% 

Total 

Count 54 14 68 

% within kualitas fisik 100.0% 100.0% 100.0% 

 



Chi-Square Tests 

 Value df 

Asymptotic 

Significance (2-

sided) 

Exact Sig. (2-

sided) 

Exact Sig. (1-

sided) 

Pearson Chi-Square 4.203a 1 .040   

Continuity Correctionb 3.061 1 .080   

Likelihood Ratio 4.284 1 .038   

Fisher's Exact Test    .069 .040 

Linear-by-Linear 

Association 
4.141 1 .042   

N of Valid Cases 68     

 

a. 0 cells (.0%) have expected count less than 5. The minimum expected count is 6.59. 

b. Computed only for a 2x2 table 

 

Risk Estimate 

 Value 

95% Confidence Interval 

Lower Upper 

Odds Ratio for Kontruksi 

sumur (Tidak Memenuhi 

Syarat / Memenuhi Syarat) 

3.636 1.011 13.083 

For cohort kualitas fisik = 

Buruk 
1.293 .996 1.678 

For cohort kualitas fisik = 

Baik 
.356 .124 1.023 

N of Valid Cases 68   

 

 

 



b. Hubungan SPAL dengan kualitas fisik air 

 

Case Processing Summary 

 

Cases 

Valid Missing Total 

N Percent N Percent N Percent 

Saluran Pembuangan 

Air Limbah * kualitas fisik 
68 100.0% 0 0.0% 68 100.0% 

 

Saluran Pembuangan Air Limbah * kualitas fisik Crosstabulation 

 
kualitas fisik 

Total 

Buruk Baik 

Saluran 

Pembuangan 

Air Limbah 

Tidak Memenuhi 

Syarat 

Count 43 7 50 

% within kualitas fisik 79.6% 50.0% 73.5% 

Memenuhi Syarat 

Count 11 7 18 

% within kualitas fisik 20.4% 50.0% 26.5% 

Total 

Count 54 14 68 

% within kualitas fisik 100.0% 100.0% 100.0% 

 

 

Chi-Square Tests 

 Value df 

Asymptotic 

Significance 

(2-sided) 

Exact Sig. (2-

sided) 

Exact Sig. 

(1-sided) 

Pearson Chi-Square 5.015a 1 .025   

Continuity 

Correctionb 
3.608 1 .058   

Likelihood Ratio 4.596 1 .032   



Fisher's Exact Test    .040 .032 

Linear-by-Linear 

Association 
4.941 1 .026   

N of Valid Cases 68     

 

a. 1 cells (25.0%) have expected count less than 5. The minimum expected count is 3.71. 

b. Computed only for a 2x2 table 

 

Risk Estimate 

 Value 

95% Confidence Interval 

Lower Upper 

Odds Ratio for Saluran 

Pembuangan Air Limbah 

(Tidak Memenuhi Syarat / 

Memenuhi Syarat) 

3.909 1.132 13.500 

For cohort kualitas fisik = 

Buruk 
1.407 .957 2.068 

For cohort kualitas fisik = 

Baik 
.360 .147 .884 

N of Valid Cases 68   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



c. Hubungan jarak sumber pencemar dengan kualitas fisik air 

 

Case Processing Summary 

 

Cases 

Valid Missing Total 

N Percent N Percent N Percent 

Jarak sumur  * 

kualitas fisik 
68 100.0% 0 0.0% 68 100.0% 

 

Jarak sumur  * kualitas fisik Crosstabulation 

 
kualitas fisik 

Total 

Buruk Baik 

Jarak 

sumur 

Tidak Memenuhi 

Syarat 

Count 36 9 45 

% within kualitas fisik 66.7% 64.3% 66.2% 

Memenuhi Syarat 

Count 18 5 23 

% within kualitas fisik 33.3% 35.7% 33.8% 

Total 

Count 54 14 68 

% within kualitas fisik 100.0% 100.0% 100.0% 

 

Chi-Square Tests 

 Value df 

Asymptotic 

Significance 

(2-sided) 

Exact Sig. (2-

sided) 

Exact Sig. 

(1-sided) 

Pearson Chi-Square .028a 1 .867   

Continuity Correctionb .000 1 1.000   

Likelihood Ratio .028 1 .867   

Fisher's Exact Test    1.000 .551 



Linear-by-Linear 

Association 
.028 1 .868   

N of Valid Cases 68     

 

a. 1 cells (25.0%) have expected count less than 5. The minimum expected count is 4.74. 

b. Computed only for a 2x2 table 

 

 

Risk Estimate 

 Value 

95% Confidence Interval 

Lower Upper 

Odds Ratio for Jarak sumur  

(Tidak Memenuhi Syarat / 

Memenuhi Syarat) 

1.111 .324 3.805 

For cohort kualitas fisik = 

Buruk 
1.022 .788 1.326 

For cohort kualitas fisik = 

Baik 
.920 .348 2.429 

N of Valid Cases 68   
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Melihat kontruksi sumur 

 

   

 

  

  

 

 

 

 

 

 

 



Melihat jarak sumur dengan sumber pencemar 

 

   

 

  

 

 

 

 

 

 

 

 

 

 



Melihat kualitas fisik air 

 

   

 

 

 

 

 

 

  

 

 

 



 

 


